IPC-Markt GmbH Uteweg 2
64625 Bensheim

Telefon: (+49)0 6251-69438
Telefax: (+49)0 6251-63721
Email: sales2@ipc-markt.de
Web: www.ipc-markt.de


## Specification:

| Operating System | Window* 8.1 with Bing ${ }^{*} 32$-bit (with free upgrade to Windows ${ }^{\circ} 10$ after release) | Ubuntu* 14.04 LTS 64-bit |
| :---: | :---: | :---: |
| System Memory | 2 GB soldered, single channel, DDR3L memory <br> $1.35 \mathrm{~V}, 1333 \mathrm{MHz}$ | 1 GB soldered, single channel, DDR3L memory $1.35 \mathrm{~V}, 1333 \mathrm{MHz}$ |
| Flash Storage | 32 GB eMMC storage soldered down Micro SDXC v3.0 slot with UHSI-Support | 8 GB eMMC storage soldered down Micro SDXC v3.0 slot with UHSI-Support |
| Processor | Intel ${ }^{*}$ Atom" ${ }^{m}$ Processor Z3735F <br> Supports Intel ${ }^{\bullet}$ Virtualization Technology (Intel ${ }^{6}$ VT-x) | Intel ${ }^{0}$ Atom" ${ }^{\text {" }}$ Processor Z3735F <br> Supports Intel ${ }^{0}$ Virtualization Technology (Intel ${ }^{*}$ VT-x) |
| Graphics | Intel ${ }^{\circ} \mathrm{HD}$ Graphics <br> 1x HDMI* 1.4a | Inte $0^{\circ} \mathrm{HD}$ Graphics <br> 1x HDMI* 1.4 a |
| Peripheral Connectivity | Integrated 802.11bgn Wireless Connection <br> One USB 2.0 <br> Bluetooth ${ }^{*} 4.0$ <br> Micro SD card slot | Integrated 802.11bgn Wireless Connection <br> One USB 2.0 <br> Bluetooth 4.0 <br> Micro SD card slot |
| Audio | Intel* ${ }^{\circ} \mathrm{HD}$ Audio via HDMI, supporting multi-channel digital audio | Intel ${ }^{0}$ HD Audio via HDMI, supporting multichannel digital audio |
| Mechanical Chassis Size | $103.4 \mathrm{~mm} \times 37.6 \mathrm{~mm} \times 12.5 \mathrm{~mm}$ | $103.4 \mathrm{~mm} \times 37.6 \mathrm{~mm} \times 12.5 \mathrm{~mm}$ |
| Power Requirements | 5V, 2A wall-mount AC-DC power adapter | 5V, 2A wall-mount AC-DC power adapter |
| Environment Operating Temperature | $0^{\circ} \mathrm{Cto}+35^{\circ} \mathrm{C}$ | $0^{\circ} \mathrm{Cto}+35^{\circ} \mathrm{C}$ |
| Storage Temperature | $-20^{\circ} \mathrm{C}$ to $+40^{\circ} \mathrm{C}$ | $-20^{\circ} \mathrm{C}$ to $+40^{\circ} \mathrm{C}$ |

