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PIPC-1700MT-PCAP

Bezel Free Fanless 17" Multitouch Panel PC
Projected Capacitive Touch

Features
* Fanless Panel PC
* LED Backlight
* Intel ATOM DualCore CPU
D525/D2550 2 X1,86
* NM 10 Chipset
* Single GB LAN Intel 82574 GB Ethernet
* 5.1 CH Audo
« 1xVGA, 1xRS232/422/485 , 2xUSB
* 1 x CF-Card Slot
e Mini PCi Slot for WIFI (opt.) , 3 G (opt.)
* Wide Range DC Input 12....28 VDC
* VESA Compliant Mounting
e Timer Power-M

Technical Data + Standard 1-65 Front

« LCD Size 17, 4:3 17°,4:3
= Display Type SHGA SXGA
« Resolution 1280 x 1024 1280 x 1024
=« Picel Pitch 0264mm (Hi x 0.284mm (W 0.284mm (H) x 0.284mm (W)

- Luminance A50cdm? 350cdm?
= Contrast Ratio 800 800
- Wiewing Angle 0Ly, 20 (D), 85 (L), 85(R ) 20 (L), 20 (D), 85 (L), 85 (R)

» Response Time A0 ms A0 ms

« Backlight LED LED

= Touch Saeen Projective Capacitive Touch Projective Capacitive Touch

= Light Transmission 28% 28%

» Touch Imterface LISE Use
B —
« Board EEM-F MV EBM-CDV
- CPU Onbeoard Intél Pineview D525 CPU Onboard Imtel Cedarview D2550 1.86GHz CPU
= System Chipset Irtel ICHE-M Intel MM10 Express
- O Chip Winbond W22527DHG EACITES12E
= System Memory Onboard 1GE SDRAM and One SODIMM Supports Up to 3GE One SODIMM Supports Up to 4GB
= 55D Zine CF Socket by IDE Secondary Slave Channe| Oine CF Socket by IDE Secondary Slave Channel

Supports Type 1Al Compact Flash Card Supports Type 111 Compact Flash Card
= Hard Diriver Bay Oine 25" SATAHDD One 2.5 SATAHDD
= Watchdog Timer Reset: 1 sec. ~ 255min. and 1s=c. or Tmin.fstep Reset: 1sec. ~ 255min. and 1sec. or TminJsstep
= HYW Status Monitor Monitoring System Tempearature and Voltage. with Auto Throttling Control Monitoring Systerm Tem perature and Voltage, with Auto Throttling Control
= Expansion 2 xMini PCle Slot 1 xMini PCle Slot, Optional Supports mSATA

Rear Panel /O
- Serial Port 1 x R5-232/422/485 1 x R5-232/422/485
= Ethemet 1% RI-45 {Intel* B2574L Gigabit Ethemet, Optional Dual Gigabit Ethernat) 1 xRF45 (Intel® 8257 4L Gigabit Ethemet, Optional Dual Gigabit Ethemet)
- HDMI 1 xWVGEA 1 x HOMI
= Audio 1 x Line-out iRealtek ALCSER Supports 5.1-CH Audio) Line-out (Realtek ALCE92 Supports 5.1-CH Audio)
- LSBE 2xUsSE 2xUSB
« Mouse & KB 1xP5/2 KB & M5 1xP5/2 KB & M5

Montagemadoglichkeiten

Table Stand - N
Panel Mounting 19* Rack Mounting



